Structural Adhesives & Sprayable Syntactics for Recreational Marine
SprayCore.

A pioneer and leading manufacturer of innovative sprayable syntactic materials and sprayable industrial coatings.

Sprayable coring materials and barrier coats
Sprayable fillers/primer for use on many substrates
Polyester adhesive putties for filling and bonding
Sprayable mold and plug building materials
Brushable and sprayable radiation materials

Sprayable Syntactics

<table>
<thead>
<tr>
<th>Product</th>
<th>Description</th>
<th>Mix Ratio</th>
<th>Preferred Red-Oxy Catalyst</th>
<th>Viscosity (cP)</th>
</tr>
</thead>
<tbody>
<tr>
<td>MA630</td>
<td>Excellent Low Temperature, Toughness Properties</td>
<td>Black, White</td>
<td>1:30</td>
<td>175,000</td>
</tr>
<tr>
<td>MA633</td>
<td>All purpose, high-strength, high toughness, long open time</td>
<td>Gray</td>
<td>1:75</td>
<td>175,000</td>
</tr>
<tr>
<td>MA601-1</td>
<td>All purpose, high-strength/high toughness, long open time</td>
<td>Gray</td>
<td>1:75</td>
<td>175,000</td>
</tr>
<tr>
<td>MA639</td>
<td>All purpose, high-strength/high toughness, long open time</td>
<td>Gray</td>
<td>1:75</td>
<td>175,000</td>
</tr>
<tr>
<td>MA6215 White</td>
<td>Non-sag, short work time, high gap fill, up to 1.5&quot;</td>
<td>White</td>
<td>1:25</td>
<td>175,000</td>
</tr>
<tr>
<td>MA6200 White</td>
<td>Non-sag, medium work time, high gap fill, up to 2.5&quot;</td>
<td>White</td>
<td>1:25</td>
<td>175,000</td>
</tr>
<tr>
<td>MA6245 White</td>
<td>Non-sag, medium work time, high gap fill, up to 2.5&quot;</td>
<td>White</td>
<td>1:25</td>
<td>175,000</td>
</tr>
<tr>
<td>MA6200</td>
<td>Non-sag, medium work time, high gap fill, up to 5&quot;</td>
<td>White</td>
<td>1:25</td>
<td>175,000</td>
</tr>
<tr>
<td>MA6220</td>
<td>Non-sag, high gap fill, high work time, medium work time</td>
<td>Blue</td>
<td>1:25</td>
<td>175,000</td>
</tr>
<tr>
<td>MA62245</td>
<td>Low exotherm reduces post dressing, non-voiding</td>
<td>Blue</td>
<td>1:25</td>
<td>175,000</td>
</tr>
</tbody>
</table>

Structural Adhesives

<table>
<thead>
<tr>
<th>Product</th>
<th>Description</th>
<th>Mix Ratio</th>
<th>Cure Time (min)</th>
<th>Properties</th>
</tr>
</thead>
<tbody>
<tr>
<td>MA600</td>
<td>Excellent Low Temperature, Toughness Properties</td>
<td>Black, White</td>
<td>1:30</td>
<td>175,000</td>
</tr>
<tr>
<td>MA633</td>
<td>All purpose, high-strength, high toughness, long open time</td>
<td>Gray</td>
<td>1:75</td>
<td>175,000</td>
</tr>
<tr>
<td>MA601-1</td>
<td>All purpose, high-strength/high toughness, long open time</td>
<td>Gray</td>
<td>1:75</td>
<td>175,000</td>
</tr>
<tr>
<td>MA639</td>
<td>All purpose, high-strength/high toughness, long open time</td>
<td>Gray</td>
<td>1:75</td>
<td>175,000</td>
</tr>
<tr>
<td>MA6215 White</td>
<td>Non-sag, short work time, high gap fill, up to 1.5&quot;</td>
<td>White</td>
<td>1:25</td>
<td>175,000</td>
</tr>
<tr>
<td>MA6200 White</td>
<td>Non-sag, medium work time, high gap fill, up to 2.5&quot;</td>
<td>White</td>
<td>1:25</td>
<td>175,000</td>
</tr>
<tr>
<td>MA6245 White</td>
<td>Non-sag, medium work time, high gap fill, up to 2.5&quot;</td>
<td>White</td>
<td>1:25</td>
<td>175,000</td>
</tr>
<tr>
<td>MA6200</td>
<td>Non-sag, medium work time, high gap fill, up to 5&quot;</td>
<td>White</td>
<td>1:25</td>
<td>175,000</td>
</tr>
<tr>
<td>MA6220</td>
<td>Non-sag, high gap fill, high work time, medium work time</td>
<td>Blue</td>
<td>1:25</td>
<td>175,000</td>
</tr>
<tr>
<td>MA62245</td>
<td>Low exotherm reduces post dressing, non-voiding</td>
<td>Blue</td>
<td>1:25</td>
<td>175,000</td>
</tr>
</tbody>
</table>
Global operations

North America
ITW Performance Polymers
30 Endicott Street
Danvers, MA 01923
T: +1 855-489-7262
cs@itwpp.com
www.itwpp.com

ITW Performance Polymers
130 Commerce Drive
Montgomeryville, PA 18936
T: +1 215-855-8450
customerservice.na@itwpp.com
www.itwpp.com

South America
ITW PP&F
Rua Antonio Felamingo, 430
Macuco, Valinhos, SP 13279-452
T: +55 19 2138-7600
www.itwppf.com.br

Europe
ITW Performance Polymers
Bay 150
Shannon Industrial Estate
Shannon, County Clare
Ireland
T: +353 61 771 500
E: customerservice.shannon@itwpp.com
www.itwpp.com

Asia Pacific
ITW PP&F China
2703, Xingyuan Building
No. 418, Guiping Rd.
Cao He Jing Hi-Tech Park
Shanghai
China 200233
T: +86-21-5426-1212
www.itwppfchina.com

ITW PP&F Japan
30-32 Enoki-cho,
Suita, Osaka 564-0053
Japan
T: +81-6-6330-7118
www.itwppfjapan.com

ITW PP&F Korea
13th floor, PAX Tower, Unit B
231-13, Nonhyeon-Dong, Gangnam-Gu
Seoul, Korea 135-010
T: +82-2-2088-3560
www.itwppfkorea.com

ITW P & F – Polymers Australia
100 Hassall Street, Wetherill Park
NSW 2164
Tel: +800 063 511
www.itwpf.com.au

ITW India Limited
Plot no: 34 to 37, Phase-2,
IDA, APIIC, Pashammylaram,
Medak Dist-502307
Andhra Pradesh, India
Tel: +08455-224700,224701
www.itwchemin.com

Plexus is a registered trademark of Illinois Tool Works, Inc.
© 2019, Plexus
© 2019 ITW Performance Polymers, September 2019

The technical information, recommendations, and other statements contained in this brochure are based upon tests or experience that ITW Performance Polymers believes are reliable, but the accuracy or completeness of such information is not guaranteed. The information provided is not intended to substitute for the customer’s own testing.