DROSIBAS DATU LAPA

Varianta #: 03

IzdoSanas datums: 28-Jinijs-2023
Izmainu datums: 26-Jalijs-2023
Aizstatais numurs: 13-Jalijs-2023

1. IEDALA: Vielas/maisijuma un uznéméjsabiedribas/uznémuma identificéSana

1.1. Produkta identifikators

Maisijuma tirdzniecibas DEVCON® Brushable Ceramic Blue Hardener
nosaukums vai apziméjums

Registracijas numurs -

Produkta registracijas numurs  UFI (unikals sastava identifikators) : 5SE50-R09H-U00X-G8TR

Sinonimi Nekads.

SKU# 5442

1.2. Vielas vai maisijuma butiskie identificétie lietoSanas veidi un neieteicamie lietoSanas veidi
Apzinatie lietoSanas veidi Nav pieejams.

LietoSanas veidi, ko Nekas nav zinams.
neiesaka izmantot

1.3. Informacija par drosibas datu lapas piegadataju

Uznémuma nosaukums ITW Performance Polymers
Adrese Bay 150

Shannon Industrial Estate

CO. Clare

Trija

V14 DF82
Kontaktpersona Customer Service
Telefona numurs 353(61)771500

353(61)471285
E-pasts customerservice.shannon@itwpp.com
Telefona numurs arkartas 44(0) 1235 239 670 (24 stundas )
gadijumiem

1.4. Talruna numurs, kur zvanit arkartas situacijas
Visparigi ES 112 (Pieejams 24 stundas diena. DDL / informacija par produktu var nebdat
pieejama avarijas dienestu vajadzibam.)

Neatliekama mediciniska 113

palidziba

Saindésanas un zalu +371 67042473 (Pieejams 24 stundas diena. DDL / informacija par produktu var
informacijas centrs nebdt pieejama avarijas dienestu vajadzibam.)

2. IEDALA: Bistamibas apzinasana

2.1. Vielas vai maisijuma klasifikacija

MaisTjumam ir novértéta un (vai) testéta ta fizikalo faktoru izraisita bistamiba un ta kaitiga ietekme uz cilvéku un vidi, un tiek

piemérota sekojosa klasifikacija.
Klasifikacija saskana ar Regulu (EK) Nr. 1272/2008 ar grozijumiem

Bistamibas veselibai

Akdts ieelpas toksiskums 4. kategorija H332 - Kaitigs ieelpojot.

Kodigs/kairino$s adai 1.C kategorija H314 - |zraisa smagus adas
apdegumus un acu bojajumus.

Nopietni acu bojajumi/acu kairindjums 1. kategorija H318 - Izraisa nopietnus acu
bojajumus.

Bistamiba videi
Bistama tdens videi, ilgtermina bistamiba 2. kategorija H411 - Toksisks Gdens

organismiem ar ilgsto§am sekam.

2.2. Markéjuma elementi
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Markéjums saskana ar Regulu (EK) Nr. 1272/2008 ar grozijumiem
5E50-R09H-U00X-G8TR

UFI (unikals sastava
identifikators):

Satur:

Bistamibas piktogrammas

Signalvards
Bistamibas apziméjumi

H314

H318

H332

H411

Piesardzibas pazinojumi

Novérsana

P260

P264

P271

P273

P280
Reakcija

P301 + P330 + P331
P303 + P361 + P353

P304 + P340
P305 + P351 + P338

P310
P363
P391

Glabasana
P405

Iznicinasana
P501

Informacija uz piegades
markéjuma
2.3. Citi apdraudéjumi

Benzene-1,3-dimethaneamine, benzilspirts, Formaldehids , Polymer With Benzenamine,

Hydrogenated

aUst

Bistami

Izraisa smagus adas apdegumus un acu bojajumus.
Izraisa nopietnus acu bojajumus.

Kaitigs ieelpojot.

Toksisks Gdens organismiem ar ilgsto$am sekam.

Neieelpot dimus/izgarojumus.

Pé&c izmantoSanas kartigi nomazgaties.

Izmantot tikai ara vai labi védinamas telpas.
Izvairtties no izplatiSanas apkartéja vidé.
Izmantot aizsargcimdus/aizsargapgérbu/acu aizsargus/sejas aizsargus/dzirdes aizsarglidzeklus.

NORISANAS GADIJUMA: Izskalot muti. NEIZRAISIT vemsanu.
SASKARE AR ADU (vai matiem): nekavéjoties novilkt visu piesarnoto apgérbu. Noskalot adu ar

Gdeni/dusa.

IEELPOSANAS GADIJUMA: nogadat cietuSo svaiga gaisa un nodrosinat netraucétu elposanu.
SASKARE AR ACIM: Uzmanigi izskalot ar Gdeni vairakas minates. Iznemt kontaktlécas, ja tas ir
ievietotas un ja to var vienkarsi izdarit. Turpinat skalot.

Nekavéjoties sazinieties ar SAINDESANAS INFORMACIJAS CENTRU/arstu.

Pirms atkartotas lietoSanas piesarnoto apgérbu izmazgat.
Savakt iz§lakstrto skidrumu.

Glabat slégta veida.

Atbrivoties no satura/tvertnes saskana ar vietéjiem, regionalajiem, valsts un starptautiskajiem

normativajiem aktiem.
Nekads.

Sis maisTjums nesatur vielas, kas ir novértétas ka vPvB vai PBT vielas saskana ar Regulas (EK)
Nr. 1907/2006 XllI pielikumu. Maisijums nesatur jebkadas vielas, kas ir ieklautas saskana ar
REACH regulas 59. panta 1. punktu izveidotaja sarakst3, jo tai piemit endokrini disruptivas

Tpasibas, koncentracija, kas ir vienada vai lielaka par 0,1 % masas.

3. IEDALA. Sastavs/informacija par sastavdalam

3.2. MaisTjumi
Vispariga informacija

Kimiskais nosaukums % CAS Nr./ EK Nr. REACH registracijas Nr. Indeksa Nr. Piezimes
benzilspirts 20-<30 100-51-6 01-2119492630-38-0000 603-057-00-5
202-859-9
Klasifikacija: Acute Tox. 4;H302;(ATE: 500 mg/kg bw), Acute Tox. 4;H312;(ATE: 2000
mg/kg bw), Acute Tox. 4;H332;(ATE: 11 mg/l), Aquatic Chronic 2;H411
Formaldehids , Polymer With 20-<30 135108-88-2 - -
Benzenamine, Hydrogenated -
Klasifikacija: -
Benzene-1,3-dimethaneamine 10-<20 1477-55-0 01-2119480150-50-0000 -
216-032-5
Klasifikacija: -
Citu sastavdalu koncentracijas ir 30-<40
zemakas par noradamajam vértibam
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Saisinajumu un simbolu saraksts, kas var but lietoti iepriekséja teksta

ATE: akitas toksicitates novértéjums.

M:M-koeficients (ReizinaSanas koeficients)

vPVB: viela, kas ir ioti noturiga un Toti bioakumulativa.

PBT: viela, kas ir noturiga, bioakumulativa un toksiska.

#: Sai vielai ir pieskirta(-s) Savienibas ekspozicijas robezvértiba(-s) darba vieta.

Visas koncentracijas ir izteiktas svara procentos, ja vien sastavdalas nav gazes. Gazu koncentracijas ir izteiktas tilpuma
procentos.

Piebilde par sastavu Visu H-apziméjumu pilnu tekstu skattt 16. nodala.

4. IEDALA. Pirmas palidzibas pasakumi

Vispariga informacija Pardpéjieties, lai medicinas personals zina par iesaistitajiem materialiem un izmanto
aizsarglidzeklus sevis aizsardzibai

4.1. Pirmas palidzibas pasakumu apraksts

leelposana Izvest cietuSo svaiga gaisa un turét miera stavokli, lai batu érti elpot. Skabeklis vai maksliga
elpinasana, ja nepiecieSams. Sazinieties ar saindéSanas centru vai arstu, ja jums ir slikta
passajita.

Saskare ar adu Novilkt nekavéjoties visu piesarnoto apgérbu. Noskalot adu ar Gdeni/dusa. Nekavéjoties izsaukt

arstu vai sazinaties ar saindéSanas informacijas centru. Kimisko apdegumu apstrade ir javeic
arstam. Pirms atkartotas lietoSanas piesarnoto apgérbu izmazgat.

Saskare ar acim Nekavéjoties skalojiet acis ar lielu Gdens daudzumu vismaz 15 minates. Iznemiet kontaktlécas, ja
jums tas ir un to ir viegli izdarit. Turpiniet skalot. Nekavéjoties izsaukt arstu vai sazinaties ar
saindéSanas informacijas centru.

Norisana Nekavéjoties izsaukt arstu vai sazinaties ar saindésanas informacijas centru. Izskalot muti.
NEIZRAISIT vem$anu. Ja sakas vemsana, turiet galvu zemu, lai kunga saturs nenonaktu plausas
4.2. Svarigakie simptomi un DedzinoSas sapes un nopietni postoSi &das bojajumi. Izraisa nopietnus acu bojajumus. Simptomi
ietekme — akita un aizkavéta var bt dzéligums, asaroSana, apsartums, pietdkums un problémas ar redzi. Spé;j izraisit

neatgriezeniskus acu bojajumus ieskaitot aklumu.
4.3. Norade par nepiecieSamo Izstradajiet visparigos atbalsta pasakumus un arstéjiet simptomatiski. Kimiskie apdegumi:
neatlieckamo medicinisko nekavéjoties noskalot ar deni. SkaloSanas laika nogérbt drébes, kas nav pielipusas skartajai
palidzibu un Tpasu aprapi zonai. Izsaukt atro palidzibu. Parvietojot uz slimnicu turpinat skalot. Nelaujiet cietuSajam atdzist.
Nepartraukti uzraugiet cietuSo. Simptomi var izpausties ar nokavésanos.

5. IEDALA. Ugunsdzésibas pasakumi

Visparigie ugunsgréka Netiek atzimétas neparedzamas ugunsgréka vai eksplozijas briesmas.
izcelSanas riski
5.1. Ugunsdzésibas Iidzekli
Piemeéroti ugunsdzésibas Putas. Pulveris. Oglekla dioksids (CO2).
lidzekli
Nepieméroti Nelietot Gdens izsmidzinataju kd ugunsdzésanas Iidzekli, jo tas izplatis liesmu.
ugunsdzésibas lidzekli
5.2. Ipasa vielas vai maisifjuma  Ugunsgréka laika var veidoties veselibai kaitigas gazes.
izraisita bistamiba
5.3. leteikumi ugunsdzéséjiem
Ipasi ugunsdzéséju Ugunsgréka gadijuma jalieto autonomais elpo$anas aparats un slégts aizsargapgérbs.
aizsardzibas lidzekli

Ipasas ugunsdzésanas Parvietot konteinerus prom no degSanas vietas, ja tas ir izdarams bez riska.
proceduras
Specifiskas metodes Rigoties atbilstoSi parastajam ugunsdzésanas procediram un nemt véra bistamibu, kadu rada citi

degosie materiali.

6. IEDALA: Pasakumi nejausas nopludes gadijumos

6.1. Individualas drosibas pasakumi, aizsardzibas Iidzekli un procediiras arkartas situacijam

Personam, kuras nav Neieelpot dimus/izgarojumus. Neaizskart bojatus iepakojumus vai nopliddusu materialu, ja vien
apmacitas arkartas netiek lietots piemérots aizsargapgérbs.
situacijam
Arkartas palidzibas Nelaujiet tuvuma atrasties nepiederoSam personalam. Nodrosinat adekvatu ventilaciju. Nepielaut
sniedzéjiem tvaiku un $lakatu miglas ieelpoSanu. Japazino vietéjam iestadém, ja neizdodas apturét ievérojamu
iz8lakstijumu izplatiSanos. Lietot individualos aizsardzibas lidzeklus, kas ieteikti DDL 8. iedala.
6.2. Vides drosibas pasakumi Izvairtties no izplatiSanas apkartéja vidé. Informét attiecigo vadoso vai uzraudzibu nodrosino$o

personalu par visam noplidém apkartéja vidé. Novérst talaku nopladi vai izSlakstisanos, ja ir drosi
to dartt. Nepielaut novadiSanu kanalizacija, Gdens celos vai uz zemes.
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6.3. Lokalizacijas
(ierobezosanas) un
savakSanas papémieni un
materiali

6.4. Atsauce uz citam iedalam

Noveérst produkta iekliSanu kanalizacija.

Lielas noplades: Apturiet materiala plismu, ja to var izdarit bez riska. Nosprostojiet izlijuSo
materialu, kur vien tas iesp&jams. Absorbét ar vermikulitu, sausam smiltim vai zemi un novietot
tvertnés. P&c produkta utilizacijas noskalot zonu ar tdeni.

Nelielas noplides: Saslauctt ar absorb&josSu materialu (pieméram, audumu, vilnu). Rapigi notirit
virsmu, lai atbrivotos no parpalikusa piesarnojuma.

Nekad nepildiet noplidu$o produktu atpakal originalaja trauka atkartotai izmanto$anai.

Informaciju par individualo aizsardzibu skatit DDL 8. iedala. Informaciju par atkritumu izvietoSanu
skatit DDL 13. iedala.

7. IEDALA. LietoSana un glabasana

7.1. Drosa apiesSanas un tai
vajadzigie piesardzibas
pasakumi

7.2. Drosas glabasanas
apstakli, tostarp visu veidu
nesaderiba

7.3. Konkréts(-i) galalietoSanas
veids(-i)

Neieelpot dimus/izgarojumus. Nepielaut nokliSanu acTs, uz adas vai uz drébém. Izvairieties no
ilgstoSas iedarbibas. Izmantot tikai ara vai labi védinamas telpas. Lietot piemérotus individualos
aizsardzibas lidzeklus. Izvairities no izplatiS8anas apkartéja vidé. levérot pareizas razoSanas
higiénas vadlinijas

Glabat slegta veida. Uzglabat cieSi noslégta tvertné. Glabat labi védinama vieta. Uzglabat atseviski
no nesavietojamiem materialiem (skatit DDL 10. iedalu).

Direktiva 2012/18/ES par lielu ar bistamam vielam saistitu avariju risku parvaldibu, ar kuru groza

| PIELIKUMA 1. DALA. Bistamo vielu kategorijas

Bistamibas kategorijas saskana ar Regulu (EK) Nr. 1272/2008

- E2 Udens videi bistama viela, hroniskas toksicitates (prasibas, kas attiecas uz zemaka limena
uznémumiem = 200 tonnas; prasibas, kas attiecas uz augstaka [Tmena uznémumiem = 500 tonnas

)

levérot noradijumus par pareizam vadlinijam, stradajot rdpniecibas sektora.

8. IEDALA: Ekspozicijas kontrole/individuala aizsardziba

8.1. Kontroles parametri

Arodekspozicijas robezveértibas

Latvija . OELs. Occupational Exposure Limits of Chemical Substances at Workplace (Reg. Né . 325/ 2007, L.V. 80, Annex

1), as amended
Sastavdalas

Veids Vertiba

benzilspirts (CAS 100-51-6)

Biologiskas robezvértibas
leteicamas parraudzibas
proceduras

Atvasinatie beziedarbibas
limeni (DNEL)

Paredzetas beziedarbibas
koncentracijas (PNECs)

8.2. Ekspozicijas kontrole
AtbilstoSa tehniska parvaldiba

TWA 5 mg/m3

Sastavdalai (-am) nav noteikta (-as) biologiskas iedarbibas robezvértibas.
levérot standarta uzraudzibas metodes.

Nav pieejams.

Nav pieejams.

Butu janodrosina laba vispariga ventilacija. VentiléSanas pakape ir japieskano konkrétiem
apstakliem. Ja iesp&jams, norobezot tehnologisko procesu, izmantot vietgjo vilkmes ventilaciju vai
citus tehniskos risindjumus, lai nepielautu kaitigo vielu koncentracijai gaisa pacelties virs
ieteicamajam ekspozicijas robezveértibam. Ja nav noteikti noradijumi par pielaujamo ekspoziciju,
uzturét kaitigo vielu koncentraciju pienemamas robezas. Veicot darbibas ar So produktu, jabdt
pieejamam acu skaloSanas iericém un droSibas dusam.

Tadi individualas aizsardzibas pasakumi ka individualas aizsardzibas lidzekli

Vispariga informacija

Acu/sejas aizsardziba

Adas aizsardziba
- Roku aizsardziba

- Citi
Elpo$anas aizsardziba

Termiska bistamiba

Izmantot personisko aizsargaprikojumu atbilstosi prasibam. Individualie aizsardzibas lidzekli ir
jaizvélas saskana ar CEN standartiem un péc parrunam ar individualo aizsardzibas Itdzeklu
piegadatajiem.

Visu seju nosledzo$s respirators aizsardzibai no kKimiskiem produktiem ar organisko tvaiku
uztveregju.

Valkajiet atbilstoSus Kimiski izturigus cimdus.
Nésajiet atbilstoSu kimiski izturigi apgérbu.

Visu seju nosledzoSs respirators aizsardzibai no kKimiskiem produktiem ar organisko tvaiku
uztverégju.

Kad nepiecie$ams, lietot piemérotu termiski izturigu aizsargapgérbu.
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Higiénas pasakumi

Vides riska parvaldiba

Vienmér ievérot pareizas personigas higiénas normas, pieméram, mazgasanos péc materiala
parvieto$anas un pirms é8anas, dzer§anas un /vai smékésanas. Regulari mazgat darba apgérbu
un aizsargekip&jumu, lai atbrivotos no to piesarnojuma.

Informét attiecigo vado$o vai uzraudzibu nodroSinoSo personalu par visam noplidém apkartéja
vidé. Batu nepiecieSams parbaudtt emisijas no ventilacijas sistémas vai apstrades iekartam, lai
nodroSinatu to atbilstibu vides aizsardzibas likumdoS$anas prasibam. Lai samazinatu izmesu
daudzumu [1dz pielaujamam ITmenim, var bat nepiecieSami izmeSu skruberi, filtri vai var bat
nepiecieSams veikt apstrades iekartu tehniskus parveidojumus.

9. IEDALA. Fizikalas un kimiskas 1pasibas

9.1. Informacija par fizikalajam un kimiskajam pamatipasibam

Agregatstavoklis
Argjais veids
Krasa

Smarza

Kusanas/sasalSanas
temperatura

Vir§anas punkts vai
sakotnéjais virSanas punkts un
vir§anas temperatiiras
diapazons

Uzliesmojamiba
Uzliesmosanas temperatira
PasaizdegSanas temperatiira
NoardiSanas temperatiira
pH
Kinematiska viskozitate
Skidiba

Skidiba (iiden)
Sadalijuma koeficients
(n-oktanols-iidens) (log
vértiba)
Tvaika spiediens

Blivums un/vai relativais blivums

Blivums
Tvaika blivums
Dalinu raksturlielumi
9.2. Cita informacija

9.2.1. Informacija par fizikalas
bistamibas klasém

9.2.2. Citi drosSibas raksturlielum

Ipatnéjais svars

GaistoSie oglekla
savienojumi (GOS)

Skidrums.

Skidrums.

Dzintars.

Amonija.

-15,2 °C (4,64 °F) novértéts

205,3 °C (401,54 °F) novertets

Nav piemérojams.

100,0 °C (212,0 °F) novértéts
436 °C (816,8 °F) novértets
Nav pieejams.

Nav pieejams.

Nav pieejams.

Nav pieejams.
Nav pieejams.

0,13 hPa novértéts
1,09 g/cm3 novértéts
Nav pieejams.

Nav pieejams.

Nav pieejama bitiska papildus informacija.

1,09 novértéts
0gll

10. IEDALA. Stabilitate un reagétspéja

10.1. Reagétspéja

10.2. Kimiska stabilitate
10.3. Bistamu reakciju
iespéjamiba

10.4. Nepielaujami apstakli
10.5. Nesaderigi materiali

10.6. Bistami sadaliSanas
produkti

Produkts ir stabils un normalos lietoSanas, uzglabasanas un parvadasanas apstaklos tas nereagé.
Materials ir stabils normalos apstéaklos.
Nav zindma bistama reakcija normalos lietoSanas apstaklos.

saskare ar nesavietojamiem materialiem.
Spécigi oksidétaji.
Nav zinami bistami sadaliSanas produkti.

11. IEDALA. Toksikologiska informacija

Vispariga informacija

Vielas vai maisijuma arodekspozicija var izraistt nelabvéligu ietekmi.

Informacija par iespéjamajiem iedarbibas veidiem

leelposana

Kaitigs ieelpojot.
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Saskare ar adu
Saskare ar acim
Norisana

Simptomi

Izraisa nopietnus adas apdegumus.
Izraisa nopietnus acu bojajumus.

Izraisa gremoSanas trakta apdegumus.

Dedzino$as sapes un nopietni postosi adas bojajumi. Izraisa nopietnus acu bojajumus. Simptomi

var bit dzéligums, asaro$ana, apsartums, pietdkums un problémas ar redzi. Spgj izraistt

neatgriezeniskus acu bojajumus ieskaitot aklumu.

11.1. Informacija par Regula (EK) Nr. 1272/2008 definétajam bistamibas klasém

Akits toksiskums

Sastavdalas
benzilspirts (CAS 100-51-6)

Akits

Adas

LD50
Kodigs/kairinoss adai
Nopietni acu bojajumi/acu
kairinajums
Elpcelu sensibilizacija
Adas sensibilizacija
Cilmes Sinu mutacija
Kancerogenitate
Toksisks reproduktivajai
sistémai
Toksiska ietekme uz
mérkorganu, vienreizéja
iedarbiba
Toksiska ietekme uz
meérkorganu, atkartota
iedarbiba
Bistamiba ieelpojot
Informacija par maisijumu
attieciba pret informaciju par
vielu

Kaitigs ieelpojot.

Sugas Testa rezultati

Trusis 2000 mg/kg

Izraisa smagus adas apdegumus un acu bojajumus.
Izraisa nopietnus acu bojajumus.

Dal€&ja vai pilniga datu trdkuma dél klasifikacija nav iesp&jama.
Dal€&ja vai pilniga datu trdkuma dél klasifikacija nav iesp&jama.
Dal€&ja vai pilniga datu trdkuma dél klasifikacija nav iesp&jama.
Daléja vai pilniga datu trikuma dé| klasifikacija nav iespéjama.

Daléja vai pilniga datu trikuma dé| klasifikacija nav iespéjama.

Dal€&ja vai pilniga datu trdkuma dél klasifikacija nav iesp&jama.

Daléja vai pilniga datu trikuma dé| klasifikacija nav iespé&jama.

Dal€&ja vai pilniga datu trdkuma dél klasifikacija nav iesp&jama.

Informacija nav pieejama.

11.2. Informacija par citiem apdraudéjumiem

Endokrini disruptivas
ipasibas

Cita informacija

Sis maisijums nesatur jebkadas vielas, kam piemit endokrini disruptivas Tpasibas attieciba uz
cilvéku veselibu, nemot véra noveértéjumu saskana ar Regulas (EK) Nr. 1907/2006, (ES) Nr.

2017/2100 un (ES) 2018/605 noteiktajiem kritérijiem, koncentracija, kas ir vienada vai lielaka par

0,1 % masas.
Nav pieejams.

12. IEDALA. Ekologiska informacija

12.1. Toksicitate

12.2. Noturiba un noardamiba

12.3. Bioakumulacijas
potencials

Sadalisanas koeficients
n-oktanola — tdens sistéema
(log Kow)

benzilspirts
Biokoncentracijas faktors
(BCF)

12.4. Mobilitate augsné

12.5. PBT un vPvB ekspertizes
rezultati

12.6. Endokrini disruptivas
ipasibas

Toksisks Gdens organismiem ar ilgstoS§am sekam. Pamatojoties uz pieejamajiem datiem, neatbilst

klasificéSanas kritérijiem attieciba uz kaitigumu tdens videi, akats kaitigums.
Nav pieejami dati par jebkadu ST maisijuma sastavdalu noardiSanas spéju.

1,1
Nav pieejams.

Nav pieejama informacija.

Sis maisTjums nesatur vielas, kas ir novértétas ka vPvB vai PBT vielas saskana ar Regulas (EK)

Nr. 1907/2006 XIII pielikumu.

Sis maisTjums nesatur jebkadas vielas, kam piemTt endokrini disruptivas Tpasibas attieciba uz vidi,
nemot véra novertéjumu saskana ar Regulas (EK) Nr. 1907/2006, (ES) Nr. 2017/2100 un (ES)

2018/605 noteiktajiem kritérijiem, koncentracija, kas ir vienada vai lieldka par 0,1 % masas.
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12.7. Citas nelabvéligas Nav sagaidams, ka $1 sastavdala izraisTs cita veida ietekmi uz vidi (pieméram, ta neizraisis ozona
ietekmes noplicinaSanu, tai nepiemit fotokimiskais ozona veidoSanas potencials, ta neveicinas endokrina

sairSanu, tai nepiemit globalas sasilSanas veicinaSanas potencials).

13.

IEDALA: Apsaimnieko$anas apsverumi

13.1. Atkritumu apstrades metodes

Atlikumu atkritumi Utilizet atbilstosi vietéjiem noteikumiem. Tuk$ajas tvertnés vai uz iepakojuma starplikdm var

saglabaties produkta atlikumi. So vielu vai produktu un iepakojumu likvidét dro$a veida (skatit
nodalu: Atkritumu apsaimniekoSanas noradijumi).

Piesarnotais iepakojums Ta ka iztukSotas tvertnes saglaba produkta paliekas, ievérot markéjuma bridinajumus pat péc
tvertnes iztuk8o8anas. TukSos konteinerus nogadat apstiprinata atkritumu novietné parstradei vai
iznicinaSanai.

ES atkritumu kods Atkritumu kodu pieskir savstarpéji apspriezoties lietotdjam, razotdjam un atkritumu savaksSanas
uznémumam.

Iznicinasanas metodes vai Savakt un uzkrat slégtos konteineros vai slégtos konteineros nodot iznicinaSanai akreditétos

informacija par iznicinasanu atkritumu poligonos. Nepielaujiet 8T materiala noklG8anu kanalizacija vai Gdens nems$anas vietas.

Nepiesarnot dikus, Gdenscelus vai gravjus ar kimisko vielu vai izlietoto konteineru. Atbrivoties no
satura/tvertnes saskana ar vietgjiem, regionalajiem, valsts un starptautiskajiem normativajiem

aktiem.
Ipasi piesardzibas pasakumi Izniciniet saskana ar visiem atbilstoSajiem noteikumiem.
14. IEDALA: Informacija par transportéSanu
ADR
14.1. ANO numurs UN2735
14.2. ANO oficialais kravas  AMINI, SKIDRI, KOROZIVI, C.N.P., vai POLIAMINI, SKIDRI, KOROZIVI, C.N.P
nosaukums (Benzene-1,3-dimethaneamine)
14.3. TransportéSanas bistamibas klase(-es)
Klase 8
Papildriski -
Markéjums(-i) 8
Riska Nr. (ADR) 80
lerobezojumu kods E
attieciba uz

RID

parvadajumiem tunelos
14.4. lepakojuma grupa Il
14.5. Vides apdraudéjumi Nr.

14.6. Ipasi piesardzibas Pirms darbibu veikSanas ar produktu, izlastt droSibas instrukcijas, DDL un aprakstus par ricibu
pasakumi lietotajiem arkartas situacija.
14.1. ANO numurs UN2735

14.2. ANO oficialais kravas Amini, 8kidri, korozivi, c.n.p. vai Poliamini, 8kidri, korozivi, c.n.p. (Benzene-1,3-dimethaneamine)
nosaukums
14.3. TransportéSanas bistamibas klase(-es)

Klase 8
Papildriski -
Markéjums(-i) 8

14.4. lepakojuma grupa Il
14.5. Vides apdraudéjumi Nr.

14.6. Ipasi piesardzibas Pirms darbibu veikSanas ar produktu, izlastt droSibas instrukcijas, DDL un aprakstus par ricibu
pasakumi lietotajiem arkartas situacija.
ADN
14.1. ANO numurs UN2735
14.2. ANO oficialais kravas  AMINI, SKIDRI, KOROZIVI, C.N.P., vai POLIAMINI, SKIDRI, KOROZIVI, C.N.P
nosaukums (Benzene-1,3-dimethaneamine)
14.3. TransportéSanas bistamibas klase(-es)
Klase 8
Papildriski -
Marké&jums(-i) 8

14.4. lepakojuma grupa Il
14.5. Vides apdraudéjumi Nr.

14.6. Ipasi piesardzibas Pirms darbibu veikSanas ar produktu, izlastt droSibas instrukcijas, DDL un aprakstus par ricibu
pasakumi lietotajiem arkartas situacija.

IATA
14.1. UN number UN2735

14.2. UN proper shipping Amines, liquid, corrosive, n.o.s. (Benzene-1,3-dimethaneamine), Limited Quantity
name
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14.3. Transport hazard class(es)
Class 8
Subsidiary risk -

14.4. Packing group Il

14.5. Environmental hazards No.

ERG Code 8L
14.6. Special precautions Read safety instructions, SDS and emergency procedures before handling.
for user

Other information
Passenger and cargo  Allowed with restrictions.

aircraft
Cargo aircraft only Allowed with restrictions.
IMDG
14.1. UN number UN2735
14.2. UN proper shipping AMINES, LIQUID, CORROSIVE, N.O.S. or POLYAMINES, LIQUID, CORROSIVE, N.O.S.
name (Benzene-1,3-dimethaneamine), Limited Quantity
14.3. Transport hazard class(es)
Class 8

Subsidiary risk -
14.4. Packing group Il
14.5. Environmental hazards

Marine pollutant No.
EmS F-A, S-B
14.6. Special precautions Read safety instructions, SDS and emergency procedures before handling.
for user
14.7. Beztaras kravu juras Nav noteikts.

parvadajumi saskana ar SJO
instrumentiem

ADN; ADR; RID

IATA

IMDG

15. IEDALA: Informacija par reguléjumu

15.1. DroSibas, veselibas un vides jomas noteikumi/normativie akti, kas Tpasi attiecas uz vielu un maisijumu
ES regulas
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Regula (EK) Nr. 1005/2009 par ozona slani noardosam vielam ar grozijumiem, | un Il pielikums
Nav uzskaitts.

Regula (ES) Nr. 2019/1021 par noturigiem organiskajiem piesarnotajiem (parstradata redakcija) un tas grozijumi
Nav uzskaitits.

Regula (EK) Nr. 649/2012 par bistamo Kimisko vielu eksportu un importu, | pielikums, 1. dala ar grozijumiem

Nav uzskaitts.
Regula (EK) Nr. 649/2012 par bistamo kimisko vielu eksportu un importu, | pielikums, 2. dala ar grozijumiem

Nav uzskaitits.
Regula (EK) Nr. 649/2012 par bistamo Kimisko vielu eksportu un importu, | pielikums, 3. dala ar grozijumiem

Nav uzskaitts.
Regula (EK) Nr. 649/2012 par bistamo kimisko vielu eksportu un importu, V pielikums ar grozijumiem

Nav uzskaitits.
Regula (EK) Nr. 166/2006 ar tas grozijumiem, Il pielikums, Piesarpojoso vielu un izmes$u parneses registrs

Nav uzskaitts.
Regula (EK) Nr. 1907/2006, REACH 59(10) paragrafs, kandidatu saraksts, kuru kas pasreizéja bridi ir publicéjusi ECHA

Nav uzskaitits.
UFI (unikals sastava 5E50-R09H-UO0X-G8TR
identifikators):
Atlaujas
Regulas (EK) Nr. 1907/2006 REACH XIV pielikums. To vielu saraksts, uz ko attiecas licenzéSana un tas grozijumiem
Nav uzskaitits.
LietoSanas ierobezojumi

REACH regulas (EK) Nr. 1907/2006 XVII pielikums: Vielas, uz kuram attiecas tirdzniecibas un lietoSanas ierobezojumi, ar
grozijumiem - janem véra ierobezojuma nosacijumi, kas noraditi saistitajam ieraksta numuram
Nav uzskaitits.
Regula 2004/37/EK ar grozijumiem: par darba némeéju aizsardzibu pret risku, kas saistits ar kancerogénu vai mutagénu
iedarbibu darba
Nav uzskaitits.
Citas ES regulas Direktiva 2012/18/ES par lielu ar bistamam vielam saistitu avariju risku parvaldibu, ar kuru groza

| PIELIKUMA 1. DALA. Bistamo vielu kategorijas
Bistamibas kategorijas saskana ar Regulu (EK) Nr. 1272/2008
- E2 Udens videi bistama viela, hroniskas toksicitates

Citi normativie akti Produkts ir klasificéts un markéts saskana ar Regulu (EK) 1272/2008 (CLP Regulu) ar
grozijumiem. ST droSibas datu lapa atbilst Regulas (EK) Nr. 1907/2006 un tas grozijumu prasibam.
Valsts noteikumi Jauniesiem, kuri nav sasniegusi 18 gadu vecumu, nav atlauts stradat ar So produktu saskana ar

ES Direktivu 94/33/EK ar tas grozijumiem par jaunieSu aizsardzibu darba vieta. levérot nacionalo
likumdosSanu, kas reglamenté darbu ar kimiskiem Ilidzekliem saskana ar Direktivu 98/24/EK un tas
grozijumiem.

15.2. Kimiskas dro$ibas Nav veikts kimiskas drosibas noveértgjums.

novértéjums

16. IEDALA. Cita informacija

Saisinajumu saraksts

ADN: Eiropas vienoSanas par starptautisko bistamo kravu parvadasanu pa iekSzemes
adensceliem.

ADR: llgums par starptautiskiem bistamo kravu autoparvadajumiem.

CAS: Kimisko vielu registrs Chemical Abstracts Service.

CEN: Eiropas Standartizacijas komiteja.

IATA: Starptautiskd Gaisa transporta asociacija.

IBC kodekss: Starptautiskais kodekss par kugu konstrukciju un aprikojumu, kuri parvada
bistamas kimiskas vielas ka lejamkravas.

IMDG: Starptautiskais jiras bistamo kravu kodekss.

MARPOL: Starptautiska konvencija par piesarno$anas novérSanu no kugiem.

PBT: Noturigs, bioakumulativs un toksisks.

RID: Bistamo kravu starptautisko dzelzcela parvadajumu noteikumi.

STEL: Tslaicigas iedarbibas robezvértiba.

TWA: Vidgja, laika svérta koncentracija.

vPVB: |oti noturigs un |oti bioakumulativs.

Atsauces Nav pieejams.
Informacija par novértéSanas Klasifikacija attieciba uz kaitigo ietekmi uz cilvéku un vidi tiek veikta kombinéjot aprékinu metodes
metodi, kas tiek izmantota un testu datus, ja tadi ir pieejami.

maisijuma klasificeSana
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Visu to pazinojumu pilns
teksts, kas nav izrakstits
pilniba 2. Iidz 15. iedala.

Informacija par izmainam
Informacija par apmacibu
Atruna

H302 Kaitigs, ja norij.

H312 Kaitigs, ja nonak saskaré ar adu.

H332 Kaitigs ieelpojot.

H411 Toksisks Gdens organismiem ar ilgsto§am sekam.

Nekads.

Veicot darbibas ar So produktu, ievérot apmacibu laika sanemtas instrukcijas.

ITW Performance Polymers nevar paredzét visus apstaklus, kados tiks izmantota 81 informacija un
ta iztradajumi, vai kadi citu raZzotaju iztradajumi varétu tikt lietoti kopa ar So iztradajumu. Lietotajam
pasSam ir janodrosina 8T izstradajuma droSa transportéSana, uzglabasana vai iznicindSana, un
jauznemas atbildiba par zaud&jumiem, ievainojumiem, zaudé&jumiem vai izdevumiem nepareizas
lietoSanas dé|. The information provided in this Safety Data Sheet is correct to the best of our
knowledge, information and belief at the date of its publication. The information relates only to the
specific material designated and may not be valid for such material used in combination with any
other materials or in any process, unless specified in the text. The information given is designed
only as a guidance for safe handling, use, processing, storage, transportation, disposal and
release.
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