
Bonding Solutions for Pull Behind Trailer Manufacturers 

Plexus Adhesives Rivets Tape

Body Structure Stress ++ Creates stiffness and integrity - Concentrated stress + Not forgiving under torsion

Impact Resistance ++ Allows flex with impacts - Cause stress cracks + Can "pop" under sudden loads

Thermal Expansion ++ Allows for movement - Cause panel ripples + Limited fatigue resistance

Surface Preparation ++ Primerless adhesion ++ None needed - Primers often required

Repositionable ++ Can be repositioned - Cannot be repositioned - Cannot be repositioned

Gap Filling ++ Can handle build tolerances - Cause panel to ripple - Only 1 sized gap available

Dissimilar Materials ++ Bonds multiple materials - Can cause corrosion + Might not handle high ΔCTE

Joining and Sealing ++ One step process - Need secondary seal + Limited long term seal
* Hybrid = Silane modified polymer-Epoxy hybrid. MMA = Methyl methacrylate 

NA: cs@itwpp.com, +1-855-489-7262  •  EMEA: customerservice.shannon@itwpp.com, +353 61 771 500  •  www.itwpp.com  



Improve Durability and Production Throughput

Plexus is a registered trademark of Illinois Tool Works, Inc. © 2020 Plexus – © 2020 ITW Performance Polymers, November, 2020. 
The technical information, recommendations and other statements contained in this sheet are based upon tests or experience that ITW Performance Polymers believes are reliable, but the accuracy or completeness of such information is not guaranteed.  
The information provided is not intended to substitute for the customers own testing. 

• Flexible, elastic bonds
• Consistent cure speeds 

independent of moisture
• Primerless adhesion
• UV resistant
• Repairable

Plexus H4110

• High strength structural bonds
• Weld  replacement
• Primerless adhesion
• Fast strength buildup
• Highest fatigue resistance

Plexus MMA

++  Excellent adhesion with no to little surface preparation. + Good adhesion with some surface preparation. - Not recommended. * Use PC120 Cleaner Conditioner for optimum long term environmental durability
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Gray 1:1 9 - 11 950 (6.5) 150 ++ ++ ++ + + + ++ ++ ++
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MA8110
Structural adhesive for kick plates and 
weld replacement

Gray 1:1 8 - 12 3,350 (23.1) 40 - 70 ++ ++ ++ ++ ++ ++ ++ ++ ++

MA8120
Long open time structural adhesive 
for kick plates and weld replacement

Gray 1:1 18 - 22 2,750 (19.0) 50 - 80 ++ ++ ++ ++ ++ ++ ++ ++ ++

MA205HV
Fastest structural adhesive for kick 
plates and weld replacement

Green 10:1 3 - 5 2,250 (15.5) 20 - 50 ++ ++ ++ - - + ++ ++ ++

MA830 Aluminum weld replacement Gray 10:1 4 - 6 3,500 (24.1) 30 - 60 ++ ++ ++ - - + ++ +* ++

MA832
Long open time structural adhesive 
for kick plates and weld replacement

Gray 10:1 12 - 16 2,850 (19.7) 30 - 60 ++ ++ ++ - - + ++ +* ++
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